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3. PERFORM GRADING TO THE ELEVATIONS SHOWN.
THE AREAS TO RECEIVE GRAVEL.
CLASS 5 ROAD GRAVEL OR OTHER OWNER ACCEPTED MATERIAL.

4. SEPTIC SYSTEM DESIGNED FOR 1 SINK, 1 TOILET.

WATER SERVICE LINE SHALL BE CLASS 200 POLY. PROVIDE A CURB VALVE AND BOX MEETING
RURAL WATER STANDARDS. ADJUST THE BOX TO 1" ABOVE FINISHED GRADE.

COORDINATE LOCATION AND ELEVATION OF THE WATER AND SEWER CONNECTION LOCATIONS AT
BUILDING WITH OWNER,

THOURQUGHLY COMPACT AND MOISTURE CONDITION
PERFORM GRAVELING TO A 4" COMPACTED THICKNESS USING

PLANT PALETTE
el SYM. | COMMON NAME SCIENTIFIC NAME SIZE | QNTY.
T SM | SILVER MAPLE Acer saccharinum 2" Cal. 7
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PRESSURE TREATED WOOD

2" x 2" PAINTED STEEL OR
STAKES 6' LONG, BURIED 18"
INTO UNDISTURBED SOIL.
MINIMUM 2 PER TREE.

PROTECTIVE TRUNK
BARRIER

ORGANIC WOOD MULCH
PLACED TO A DEPTH OF

4" IN A MUTTLE RING AROUND
SOLITARY TREES

—_
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=TT

L 2 X BAW
! DIAMETER 7'

LESS THAN 37 CALIPER

GENERAL LANDSCAPING NOTES

DO NOT CUT LEADER.
PRUNE DAMAGED OR
DEAD WOOD IMMEDIATELY

PRIOR TO PLANTING. PAINT
ALL CUTS OVER I” DIA.

DOUBLE STRAND #12 GA. WIRE

WIRE ADJUST TENSION BY
TWISTING WIRE. ALLOW SOME

MOVEMENT OF TRUNK. 2-PLY
RUBBER HOSE OR EQUIVALENT

| ———————————— TREE STRAP.

SET CROWN OF ROOTBALL
AT FINISH GRADE. UNTIE

BURLAP FROM BASE OF
1 TRUNK. TRIM AS
Dy NECESSARY. ROUGHEN THE

EDGES OF HOLE BEFORE
PLANTING.

SET ROOTBALL ON
UNDISTURBED SOIL OR
TAMP SUBGRADE TO
PREVENT SETTLING.

1659.0

UTILIMES.

1658.5

OCCURS.

1657.5
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4120, RIGHT OF WAY..
RAVED. STREET.
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GRADING

7. AN N.O.. AND SWPPP SHALL BE SUBMITTED FOR THIS PROJECT BY THE GENERAL CONTRACTOR. THE CONTRACTOR 1.
SHALL SIGN THE DOCUMENTATION AND SUBMIT TO NORTH DAKOTA HEALTH DEPARTMENT AND THE CITY OF BISMARCK.
CONTRACTOR SHALL NOT START THE PROJECT UNTIL RECEIVING AN APPROVAL LETTER FROM THE NORTH DAKOTA HEALTH
DEPARTMENT AND THE CITY OF BISMARCK.

2
CONTRACTOR SHALL IMPLEMENT APPROPRIATE EROSION CONTROL BEFORE BEGINNING ANY EARTHWORK ACTIVITIES AS
DESIGNED. NOTE: EROSION CONTROL ITEMS SHOWN SHALL BE IMPLEMENTED AT APPROPRIATE STAGES OF CONSTRUCTION 2.
ONLY.

3.
CONTRACTOR SHALL CONTROL DUST BLOWING THROUGHOUT PROJECT.

4.
CONTRACTOR SHALL SEED AND MULCH DISTURBED AREAS. SEEDING SHALL CONSIST OF CLASS Il SEED, AND MULCH
SHALL BE IN ACCORDANCE WITH CITY OF BISMARCK SPECIFICATIONS SECTION 1200. STEEP SLOPES SHALL BE TOPSOILED,
SEEDED & MULCHED WITHIN 2 WEEKS OF GRADING.

5.
CONTRACTOR SHALL HAVE A COPY OF THE SWPPP AND EROSION CONTROL PLAN ON-SITE AT ALL TIMES.

5.
WEEKLY (PLUS WITHIN 24 HOURS OF A STORM WATER EVENT) INSPECTIONS OF THE CONSTRUCTION SITE WILL BE
PERFORMED BY PERSONNEL FAMILIAR WITH ALL ASPECTS OF THE SWPPP AND THE IMPLEMENTED CONTROL PRACTICES.
INSPECTIONS WILL INCLUDE THE REVIEW OF ALL DISTURBED AREAS, STRUCTURAL AND NON-STRUCTURAL CONTROL
MEASURES, MATERIAL STORAGE AREAS AND VEHICULAR ACCESS POINTS.

6.
INSPECTIONS WILL BE PERFORMED AT LEAST ONCE EVERY 7 DAYS OR WITHIN 24 HOURS OF A STORM EVENT GREATER
THAN 0.5 INCHES OF RAIN WITHIN A 24 HOUR PERIOD.

7.
EROSION CONTROL FOR PROJECT DESIGNATES A MINIMUM EFFORT TO CONTROL AND CONTAIN EROSION SEDIMENTS.
CONTRACTOR SHALL USE DUE DILIGENCE TO CONTROL EROSION.

8.
SEDIMENT TRACKING ONTO ADJACENT STREETS WILL BE PROHIBITED. STREETS SHALL BE CLEANED WITHIN 48 HOURS IF
SEDIMENT TRACKING OCCURS.

9.
ONCE ALL DISTURBED AREAS HAVE BEEN SEEDED AND MULCHED AND THE SITE DEMONSTRATES A MINIMUM OF 70%
VEGETATIVE GROWTH, THE PROPERTY OWNER SHALL BE RESPONSIBLE FOR EROSION CONTROL REMOVAL.

10.

CONCRETE WASHOUT AREAS WILL BE INDICATED BY A SIGN. WASHOUT AREAS WILL CONSIST OF A HOLE IN THE GROUND
A MINIMUM OF 3 FEET DEEP. CONCRETE WILL BE ROUTINELY REMOVED AND DISPOSED OF OFF-SITE. WASHOUT AREAS
SHALL NOT BE LOCATED IN A CONVEYANCE WATERWAY. CONTRACTOR IS RESPONSIBLE FOR REMOVAL OF CONCRETE
WASHOUT AREAS AT THE END OF THE PROJECT. CONTRACTOR SHALL SEED THIS/THESE AREAS AT THE END OF THE
PROJECT.

R\Township 138\Range 80\Replat Metro Ind Park\LOT 1 BK 2.dwg, PLAN, 4/14/2014 11:01:33 AM,
3. 11

THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR AN EROSION MANAGEMENT PLAN AND FOR THE IMPLEMENTATION
AND MAINTENANCE OF THE PLAN. THE GENERAL CONTRACTOR SHALL CONTROL ON SITE EROSION SO AS NOT TO
DISCHARGE ERODED MATERIAL ONTO ADJACENT PROPERTIES OR DOWN STREAM WITHOUT APPROVAL FROM THE OWNER
AND THE CiVIL ENGINEER. IF ANY EXCAVATION OR EMBANKMENT MATERIAL DOES FLOW ONTO EXISTING IMPROVEMENTS,
THE CONTRACTOR SHALL IMMEDIATELY RECTIFY THE PROBLEM AND REPAIR DAMAGES.

THE OWNER WILL SUBMIT A STORM WATER MANAGEMENT PLAN TO THE CITY TO RECEIVE SITE PLAN APPROVAL. A COPY
OF THE PLAN IS AVAILABLE AT THE CIVIL ENGINEERS OFFICE. THE PLAN IDENTIFIES THE MINIMAL EFFORT THAT THE
CONTRACTOR MUST IMPLEMENT. THE GENERAL CONTRACTOR SHALL LEAVE APPROPRIATE EROSION CONTROL ITEMS IN
PLACE UNTIL AN ACCEPTABLE GRASS STAND HAS BEEN ESTABLISHED.
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TITLE DATE

BENCH MARKS (NAVD 88 DATUM)

NE PROPERTY CORNER
ELEV. 1657.75

NW PROPERTY CORNER
ELEV. 1658.06

SE PROPERTY CORNER
ELEV. 1657.30

SW PROPERTY CORNER
ELEV. 1656.61

CALL BEFORE YOU DIG

NORTH DAKOTA
UTILITIES UNDERGROUND LOCATION SERVICE
1-800-795-0555
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SWENSON HAGEN & CO.

THIS DOCUMENT WAS ORIGINALLY
SEALED g\r N R. PETRYSZYN,
PE, oN H=14AYaND THE ORIGINAL
DOCUMENT IS STORED AT THE
OFFICE OF SWENSON, HAGEN & CO.
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All rights reserved. No part of this drawing may be used or reproduced
in any form or by any means without the express written permission of

ALL IMPORTED TOPSOIL SHALL BE NATURAL, FRIABLE, FERTILE, FINE, SANDY-LOAM TOPSOIL.
SUBSOIL, NOXIOUS WEEDS, STONES, LIME, CEMENT, ASHES, SLAG, OR OTHER DELETERIOUS MATTER.

PROTECT THE IMPROVEMENTS ON SITE AND ON THE ADJOINING PROPERTIES. PROWVIDE BARRICADES, COVERINGS OR
OTHER TYPE OF PROTECTION AS NECESSARY TO PREVENT DAMAGE AND TO SAFEGUARD AGAINST INJURY TO EXISTING

ALL LANDSCAPE PLANTINGS ARE TO BE WATERED BY THE LANDSCAPE CONTRACTOR THE SAME DAY THAT THE PLANTING
THE OWNER WILL BE RESPONSIBLE FOR PROVIDING WATER FOR THIS TASK.
THE BUILDING, THE LANDSCAPE CONTRACTOR SHALL PROVIDE ALTERNATIVE METHODS FOR WATERING.

SOLITARY TREES DO NOT NEED TO BE EDGED AROUND, HOWEVER ORGANIC WOOD MULCH SHALL BE PLACED AROUND THE
TREE IN A MUTTLE RING THAT CONFORMS TO THE DETAIL PROVIDED FOR TREE PLANTINGS.

ALL PORTIONS OF THE SITE THAT IS DISTURBED BY CONSTRUCTION SHALL BE COVERED WITH A MINIMUM OF 6" OF
TOPSCOIL AND SEEDED AS SOON AS PRACTICAL TO MINIMIZE WIND AND WATER EROSION.

LEGEND EXISTING ITEMS

IF WATER IS NOT AVAILABLE AT

IT SHALL BE FREE FROM

ASPHALT PAVING
CONCRETE
GRAVEL

RISER

GUARD POST

UNDERGROUND ELECTRIC

UNDERGROUND TELEPHONE

UNDERGROUND CABLE TV
SIGN
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EROSION CONTROL
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UTILITY NOTE

The locations of existing underground utilities are shown in on approximate
way only and have not been independently verified by the owner or jts

The contractor shall determine the exact location of all
existing utilities before commencing work, and agrees to be fully responsible
for any and all damages which might be occasioned by the contractor's
faillure to exactly locate and preserve any and all underground utilities.

representative.

DATE:

REVISION

KBK WAREHOUSE
LOT 1 BLOCK 2
STRO INDUSTRIAL PARK 2ND REPLAT
BISMARCK, NORTH DAKOTA

909 Basin Avenue
Bismarck, North Dakota 58504
sheng@swensonhagen.com
Phone (701) 223 - 2600
Fax (701) 223 - 2606

Surveying
Hydrology
Land Planning
Civil Engineering

Landscape & Site Design
Construction Management
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